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REGULARLY FURNISHED:
Duco Cast Iron Upper Body with Bronze
Flashing Clamp, Secured Bronze Dome
with Stainless Steel Mesh Screen.
Duco Cast Iron Lower Body with Combined
Flashing Clamp and Gravel Stop with Cast
Iron Dome Covered with Stainless Steel Mesh
Screen with Dome Modified to Accept PVC
Threaded Standpipe, Height as Required.

VARIATIONS:
Sump Receiver -R
Underdeck Clamp -C
Vandal Proof Dome -U
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Stainless Steel Mesh Screen

Clamping Collar with
Integral Gravel Guard

Underdeck Clamp
(When Specified)A

11 (280) DIA

15 1/4 (390) DIA

A (Pipe Size) = 02(50), 03(75), 04(100), 05(125) or 06(150)

3/8" (10) DIA Holes

Standpipe Threaded to Dome

Secured Cast Iron Dome

Sump Receiver
(When Specified)

24 (610)
(Unless Specified)

Fig. 1905 . . . NO-HUB Outlet
  (Threaded or Inside Caulk Outlet) 
               When Specified

4" Dia. (100) PVC Perforated Standpipe

Body with 4" Threaded Outlet Connection

Bronze Dome Covered w/Stainless
Steel Mesh Screen

OPTIONS:
Upper Drain as Specified.
Stainless Steel Mesh Screen  
    over Perforated Standpipe.

6 (150)
DIA

4 1/2
(115)

4" (100)

A 10/29/09 Renamed as 1905 JJ TK 
B 03/25/10 Removed SQ note JJ TK 
C 04/19/10 Added 24 unless specified JJ TK 

NOTE: Dimensions shown in
parentheses are in millimeters.
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WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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