
®  
XL-MI-G-BO BOLT ON (FIXED) EXTENSIONS FOR XL-MI-G 

SERIES OF GREASE INTERCEPTORS

Specification: MIFAB® XL-MI-G-BO Series (specify Model #) of fixed bolt on extensions are manufactured from 10 gauge, acid resistant, powder 
epoxy coated steel and are complete with lid sealing urethane gasket and lockdown hardware. 

Function: Ideal for installations where the height of the interceptor needs to be increased to meet the finished floor while leaving the inlet and 
outlet locations the same. The original lid of the interceptor is removed and the bolt on extension is placed on top of the lid sealing gasket. The 
original interceptor lid is then placed on top of the bolt on extension (lid sealing gasket is provided for the top of the bolt on extension). The extra 
long lockdown hardware provided with the bolt on extension is used to secure the lid to the cross bar supports.
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CALIFORNIA PROPOSITION 65 WARNING. This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.
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XL-MI-G-BO-0-6 XL-MI-G-0 75 42” 28” 6” 8
XL-MI-G-BO-1-6 XL-MI-G-1 100 55” 37” 6” 8
XL-MI-G-BO-2-6 XL-MI-G-2 125 58” 38” 6” 12
XL-MI-G-BO-3-6 XL-MI-G-3 150 61” 39” 6” 12
XL-MI-G-BO-4-6 XL-MI-G-4 200 70” 44” 6” 24
XL-MI-G-BO-5-6 XL-MI-G-5 250 75” 46” 6” 24
XL-MI-G-BO-6-6 XL-MI-G-6 300 77” 49” 6” 24
XL-MI-G-BO-7-6 XL-MI-G-7 350 80” 51” 6” 24
XL-MI-G-BO-8-6 XL-MI-G-8 400 84” 56” 6” 32
XL-MI-G-BO-9-6 XL-MI-G-9 500 92” 61” 6” 32
XL-MI-G-BO-10-6 XL-MI-G-10 600 102” 74” 6” 36
XL-MI-G-BO-11-6 XL-MI-G-11 750 108” 76” 6” 36
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