ULTRA-MARK® PAINT

Formulated to generate superior brilliance for long-range visibility. Before marking a dark surface, spray a coat of white
to enhance the brightness of the paint. The Ultra-Mark spray paint contains no fluorocarbons, making it non-toxic after

drying. Top discharge valve for ease of use. All Keson paint is water based.
Use with PA14, PA35, RRPA18 and RRPA182 applicators (see page 13).

HOW MUCH IS ENOUGH?

A 16-ounce can provides approx. 250 feet of a 4-inch wide line. A 20-ounce
can covers approx. 300 feet with the same 4-inch line.

How much Paint is in the can? Compare the Net Weights.
Federal law requires that the cans clearly label the net weight of paint.

20 ounce cans =

Keson: 17 oz. of paint + 3 oz. of propellant (for 16 oz. cans it’s 14:2)

Most Competitors: 15 - 16 oz. of paint + 4 or 5 oz. of propellant
(for their 16 oz. cans it’s 13:3)

100% of Keson paint is made in the USA. mm

Shelf life of a can of paint is approximately 1 year.

(" =Z37= UNIFORM COLOR CODE )

| WHITE - Proposed Excavation

PINK - Temporary Survey Markings
RED - Electric Power Lines, Cables,
Conduit and Lighting Cables

YELLOW - Gas, OIl, Steam,
Petrol or G Materials

ORANGE - Communication, Alarm
or Signal Lines, Cables or Conduit

BLUE - Potable Water

GREEN - Sewers and Drain Lines

- =2 SP16B 009053 16 oz. blue
orescent SPIEG 009046 160z, green
pray Paint % | SP16R 009022 16 oz. red*

SP16RO 009015 16 oz. red-orange

SP16W 009176 white

* While supplies last

20 oz. 16 oz.

020553 16 oz.
009077 20 oz.

SP20B
SP20BK
SP20G
SP20GO
SP20GP
SP20R
SP20RO
SP20W
SP20Y

009145
021970
009169
021963
009121
009138
00914
021956
009152

20 oz. blue

20 oz. black
20 oz. green
20 oz. glo-orange
20 oz. glo-pink
20 oz. red

20 oz. red orange
20 oz. white

yellow

CHALK LINE SAVER

CLEAR SPRAY WITH
INVERTED TIP

WHY CHALK LINE SAVER?

Clear spray protects chalk line from wind, rain
and shuffling feet. Save hours of rework by
protecting your layout!




